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WARNING TACTILE GROUND SURFACE
INDICATORS TO AS1428.4.1-2009
COVERING 600x600mm AREA EACH.

DIRECTIONAL TACTILE GROUND
SURFACE INDICATORS TO
AS1428.4.1-2009, 300mm WIDE.
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DO NOT SCALE

MODIFY EXTENT OF CONCRETE AS REQUIRED 6 & ! SUPPLY AND PLACE LOCAL BASALT ARMOUR
TO MEET FLUSH WITH LOOKOUT STRUCTURE. 5 ROCK BOULDERS TO FORM 'LEARNING WALL".
INDICATIVE WIDTH OF 2.8m FROM CAR PARK < 9 NOMINAL SIZE D800-D900mm. CONFIRM BOULDER
TO LOOKOUT STRUCTURE SHOWN; MINIMUM ! |8 POSITIONING WITH CITY OF KARRATHA. REFER
WIDTH 2.4m. 4 , i 61-32976-S001 FOR DETAILS.
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7 e \ SIGN TO AS1742.11-1999.
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CONCRETE FOOTPATH 1.8m WIDE. 32 MPA 4% -
CONCRETE 100mm THICK WITH SL72 R=32.3m\C. 2 / T o 5 -2 ! . 2 . ¢
MESH PLACED CENTRALLY. 2% 2 o . . . I R
CROSSFALL TOWARDS CAR PARKS. . < 13 oy . ﬂ . 4 g
1IN 20 GRADIENT ALONG LENGTH. - \C < _~RF305m - \ \ \ \ \\ \ \ \ \
BEDDING MATERIAL 150mm DEEP 2fim ﬂ \ \ \
COMPACTED TO 95% MDD AN =l i—
. 4 270 CONCRETE PAD 32 MPa, 100mm
. 1 No. DISABLED ACCESS THICK WITH SL72 MESH PLACED
\ BAY AND SHARED SPACE. CENTRALLY. MAXIMUM 2% FALL.
FLAT LANDING 1.6m LENGTH s LINE MARKING AND BEDDING MATERIAL 150mm
. . BOLLARD TO AS2890.6 DEEP COMPACTED TO 95% MDD.
) <
£ 7 No. CAR PARKS
3 ¥ R=25/0m 2.7mx5.5m 3
NO LINEMARKING. «
<,
WARNING TACTILE GROUND SURFACE
INDICATORS TO AS1428.4.1-2009 2
COVERING 1200x600mm AREA AND SET
BACK 300mm FROM EDGE.
8 No. CONCRETE WHEELSTOPS.
90mm HIGH, 1650mm WIDE, 150mm DEEP.
32 MPa CONCRETE.
FIXED WITH MIN 2 GAL PEGS MIN SHAPE CAR PARK WITH FALL AS INDICATED. CAR
300mm INTO GROUND 1 PARK SHOULD MEET LEVEL WITH ALL NEW
CONCRETE WORK. REFER NOTE 5 FOR DETAILS.
LOCAL DATUM, METAL
HALLMARK. (TBM)
SITE PLAN

K.BYRNE

SETOUT POINTS

POINT EASTING NORTHING
1 483863.961 7706501.944
2 483859.542 7706505.373
3 483858.120 7706506.477
4 483878.931 7706518.191
5 483878.778 7706519.133
6 483880.377 7706519.316
7 483882.375 7706519.401

SQUARE CUT CHAMFERED EDGES 8 483882.418 7706518.402

ON EXISTING CONCRETE PADS AND

JOIN TO NEW PAD. REFER 9 483885.116 7706518.517

61-32976-S002 FOR DETAILS.
10 483885.167 7706517.318
11 483898.153 7706517.866
12 483898.436 7706511.826
13 483882.750 7706511.176
14 483882.492 7706516.671

483864.991 7706500.677
SAW CUT JOINT (SC) TBM
REFER STRUCTURAL RL 53.467
3 DRAWINGS FOR DETAILS
12
TEL

1. ALL NEW AND EXISTING CONCRETE TO BE PAINTED WITH PERMANENT TWO-PACK
ANTI-GRAFFITI PAINT. CONFIRM COLOUR WITH CITY OF KARRATHA.

2. FOOTPATH TO BE CONSTRUCTED WITH GROOVED CRACK CONTROL JOINTS TO MIN 20mm
EVERY 2m CTRS WITH A 12mm WIDE EXPANSION JOINT FOR THE FULL DEPTH OF THE PATH
AT 8m CTRS. EXPANSION JOINTS SHALL BE FILLED TO FULL DEPTH WITH 12mm THICK
BITUMEN IMPREGNATED MATERIAL OR OTHER APPROVED TYPE.

3. CONCRETE PAD LEVELS TO MATCH LEVELS OF EXISTING PICNIC TABLE CONCRETE PADS,
WITH FALL OF 2% TO THE SOUTH OR AS APPROPRIATE TO MATCH EXISTING CONCRETE.

4, CONCRETE FOOTPATH LEVEL TO MATCH EXISTING NATURAL SURFACE LEVEL AT POINT 4.
5. WHEN EXCAVATING TO BOX FOR NEW CONCRETE, SALVAGE EXISTING GRAVEL MATERIAL
THAT IS EXCAVATED AND DEEMED SUITABLE FOR RE-USE BY THE CITY OF KARRATHA.
DISPOSE OF ANY MATERIAL DEEMED UNSUITABLE. TEMPORARILY STOCKPILE GRAVEL
MATERIAL NEATLY ON-SITE IN LOCATION TO BE CONFIRMED WITH CITY OF KARRATHA.

MATERIAL SHOULD BE SPREAD, WATER BOUND AND COMPACTED TO 95% MDD.
6. SALVAGE EXISTING ROCKS THAT ARE PLACED ALONG THE DESIGN LINE OF THE PROPOSED
FOOTPATH. STOCKPILE NEATLY ON SITE AS DIRECTED BY CITY OF KARRATHA.

Designer J.FREIMANIS
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